
RECEfVED 
CORRES CONTROL 
INCOMING LTR NO 

Department of Energy 

ROCKY FLArS FIELD OFFICE 
10808 HIGHWAY 93, UNIT A 

GOLDEN, COLORADO 80403-8200 

1 EC 0 9 2003 

DUE DATE 
ACTION 

03-DOE-01 635 

Mr StevenH Gunderson 
Rocky Flats Cleanup Agreement Project Coordinator 
Colorado Department of Public Health and Environment 
4300 Cherry Creek Dnve South 
Denver, CO 80246-2 530 

Dear Mr Gunderson 

Please find enclosed the Reconnissance Level Charactemahon Report, the Re-demohhon 
Survey Report, and the Rocky Flats Cleanup Agreement Standard Operatmg Protocol for 
Facility Disposihon Notice for Buildings 566 and 566A in the form of a Descnption of 
Planned Actwities for your approval Buildtngs 566 and 566A are charactenzed as type 2 
facilities Note that standard procedure IS not being used on these buildmgs In that the 
limited contamination is not easlly removed pnor to demolition so it wlll be lefi 111 place, the 
superstructure demolished and then contammated port~ons removed 

Questions may be dlrected to Gary Morgan at (303) 966-6003 

Sincerely, 

n 

JdsephA Legare 
Assistant Manager 
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DESCRIPTION OF PLANNED ACTIVITIES 

Building 566 and 566A are a single structure comprised of a 13,700 sq it Site Alarm 
Maintenance and Respirator Repatr Faality and a 4000 sq ft filter plenum Building 566A is the 
administrative portion of Building 566 Both facrlrtres were constructed in 1991 The walls are 
reinforced concrete, and the roof is constructed wtth metal sheet, lightwelght concrete, 
insulatron, and a synth&c membrane The floor is poured concrete 

Dunng the RLC, surveys discovered up to 2300 dpm1100cm2 of foced plutonium contammation in 
the laundry trench, and lower concentrations of both fixed and removable contaminahon in the 
laundry ltnt-collectton ventilation duds The contaminated venttfation ducts have been removed 
and managed as low level waste (LLW) The trench has been coated with a focatne, and will be 
removed during dernolttm The trench debns wll be managed as LLW The RLC, performed to 
PDS requirements, ldenttfies Buildings 566 and 5664 as a Type 2 facility due to the 
contamination in the laundry system 

In order to protect the slab, and manage the structure as sanrtary waste, the demolrtion of 
Buildings 566 and 566A will proceed in two phases Dunng Phase 1, demolition of the structure 
by heavy equipment, the trench will be cOVt3red with plywood to prevent spread of contamination 
from debns falling on the trench All Stnrctural debns wll be managed as non-roubne sanrtary 
waste (NRSW) and disposed at an WETS approved IamffrU (Front Range or BFI - Commerce 
City) Phase 2 of the demolitlon will involve removal of the slab During Phase 2, the slab 
around the trench wll be saw-cut to isolate the trench from the non-contaminated p o h n s  of the 
slab The slab will then be removed and managed as NRSW, and the trench will be removed 
and managed as LLW 

The pnnclple point of contact for this project is Robert Richardella, (303) 966-6325 


